AND PARTS LIST FOR

.OPERATING INSTRUCTIONS

MODEL 12A GASOLINE ENGINE

CHAIN SAW

MALL TOOL COMPANY

7740 South Chicago Avenue
CHICAGO 19, ILLINOIS




THROTTLE LEVER ON HANDLE
STOP BUTTON

ALL-POSITION HANDLE

CHAIN OILER

SIMPLE CHAIN TENSIONING SCREW

AUTOMATIC CLUTCH |-PIECE ALLOY STEEL GUIDE

CUTTING UNIT SWIVEL FOR ALL ANGLE CUTS QUICK-CUTTING SAW STEEL CHAIN

30030

CARBURETOR REWIND STARTER




GENERAL INFORMATION

This instruction book has been prepared to aid the owner
of the Model 12A chain saw to obtain the best possible
performance and dependable service. It is suggested
that the operator of a Model 12A chain saw become thor-
oughly familiar with all aspects of the chain saw before
attempting to operate it. Therefore, it is recommended
that this instruction book be passed on to the persons
who will actually operate the chain saw. The information
contained in this book is of little value unless it reaches
the person who can put it to use.

The Model 12A chain saw is designed to give you, the
customer, years of efficient and dependable service.

Your chain saw is assembled from parts that have been
under supervision and control from the raw material
to the finished product. This modern process assures’
you of the highest quality chain saw product available.

This chain saw will make your timber cutting easier
and faster, By using your chain saw intelligently and
by handling it with a reasonable amount of care, you
will obtain long years of service and dependability.
Each chain saw has been carefully tested and adjusted
before shipment.

SPECIFICATIONS

ENGINE

Number of cylinders - one

Cooling - air

Bore - 214; inches

Stroke - 114 inches

Displacement - 5 cubic inches

Cycle - two

Fuel - Oil and gasoline mixed

Spark Plug - Champion 16 or equal, Gap .025 inches
Point Gap - .020 inches

Ignition timing - Piston position for timing, thirty de-
grees before top center of piston travel. This is .140
inches from top dead center.

Number of piston rings - three
Type of valve - reed
Operating speed - 4500 RPM

Type of Béarings - Ball and needle bearings through-
out

Type of Carburetor - float

Fluel Tank Capacity - 3 pints

Fuel Ratio - 3{ pint of oil to 1 gallon of gasoline
Recommended Gasoline Grades - 72-85 octane
Recommended Oil Grades - SAE 30 non-detergent
Type of Ignition - high tension flywheel magneto
Type of starter - rewind

TRANSMISSION

Lubrication - 14 to 14 full. Use Mall chain saw grease
No. 30599

Type of Clutch - automatic centrifugal

Indexing positions - 360 degree full swivel

Chain Tension device - any desired tension obtained
Chain oiler - Built in plunger type

Chain oiler capacity - 1 14 pints, type of oil, No. 30

CUTTING ATTACHMENTS

Type of chain - Standard double cutter chain. %5 inch
pitch - 3% inch kerf.

Cutting capacities - 18, 24, 30 and 42 inches

Guide Plate - Round nose

The 18" Capacity Model 12A Chainsaw
Weight - 33 pounds
Overall length - 3734 inches
Overall width - 1234 inches

Overall height - 1214 inches
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