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Specifications

Aircooled two stroke STIHL engine « Single cylinder, porous chrome lined « Piston with 2 rings -
displacement 106 c.c. (6,5 cu in.) « Fuel consumption 1,3 liters (2.74 pts.) per working hour « Fuel mixture
25 :1 with Mobil TT or SAE 50 « Flywheel magneto type Bosch = Stihl Chipper Chain with chromium J
plated cutters, standard pitch .404” - 7/14" and 1/s” pitch available on request « Kick proof recoil starter
Bar by STIHL, induction hardened track with extra hard tip, .063" gauge.

Some mechanical features

® Fully automatic chain lubrication through a ratchet piston type pump with automatic quantity control,
eliminates hand operation of the oil pump, and assures chain of longer life through constant
supply of the proper amount of oil. Additional handoiler for increased safety under extremely
cold temperatures

® Large bore, short stroke cylinder enables engine fo run at higher RPM without increasing speed of
piston travel.

® Porous chromed cylinder retains lubrication like an oilite bushing, assuring longer life for both
the cylinder and the piston.

® Two way expanding spring sleeve affixes clutch and sprocket to crankshaft without use of a key.

~This permits immediate remioval without pulling tools and reassembly without blows from a hammer.
Because no weakening key slot is in the crankshaft and slight slippage is allowed if the saw is jammed
the crankshaft is protected completely from breakage.

® The rugged one piece crankshaft is supported by double caged roller bearings on each end.
Connecting rod bearings at both crankshaft and piston pin are caged rollers, as are the double
bearings under the sprocket.

® Sprocket is on inner side of clutch drum and further protects crankshaft against shock.

® Clutch springs are recessed info vulcanized clutch shoes to give a straight pull. Vulcanizing means

longer life for shoes.

Window in oil tank cover permits view of chain oil supply at all times.

Heavy duty fan blows cool air through a wind tunnel over the cylinder's extra deep cooling fins to

prevent overheating of engine even at maximum speed.

.

® Finger tip throttle controls and centrifugal clutch mean safety for the operator.

® Positive recoil starter is kick proof.

® Ignition system is famous Bosch, and it is water and dust proof. .

® Airplane type Tillotson carburetor allows operation of saw in any position — even upside down. It gives
more power while using less fuel.

@ Clamp-on engine cover protects saw from dirt and water yet is removable with the flick of a finger.

® Extra large chain guard deflects wood chips away from the operator.

® Hardmetal tipped, with induction hardened friction surfaces, the spring hard STIHL bar gives extra
long service life.

® STIHL Chipper Chain, of special chrome-nickel alloy for faster cutting and easier boring,
has chromium plated cutters for longer wear.

® Gas tank at bottom of saw eliminates condensation, improves drawage and is safer.

® This extremely powerful STIHL chain saw is covered by a six months' manufacturer's guarantee.

® Spare parts service for the STIHL LIGHTNING will be maintained for years and decades, as for
all other STIHL saws.

® First-class tools to fit every nut and bolt in the saw are supplied free of charge.
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