Cylinders, Piston Assemblies and Ring Sets
used in

McCulloch Chain Saw & Kart Engines |

This parts list covers the Cylinders, Piston Assem-
blies and Ring Sets available, to date of publication,
as service replacements for McCulloch Chain Saw and
F OR E W 0 R D Kart Engines. This list gives the model and part
mumber tobe used when ordering one of these service
replacements, The mamifacturing dimensions of the
r‘ cylinders and piston assemblies are included in the |
- list. ’ j l
D-30 4-304 1=4f 70 Li-6
33 3-44 1-53 783  Power Mac 6
33B T-55 1-63 Ta7 MC-1
5-33 1-44Q 1-T5 BaQ MC-2
35 1-50 1-Té a0 MC-3
MAC-35 L -6 1-E5 895 MC -6
MAC-35A 1-T0 1-86 $a0 MC-T
-36 1-80 1-93 MAC 10-10 M-8
39 1-41 BP=-1 MAC 10-104 MC -8
MOD E LS D-44 1-51 MAC-15 MAC 1-10 MC-10
H-44 1-41 W-1 MAC 2-10 MC =20 |
S-44 4 1-71 200 MAC 2-10P5 MC-30
47 1-81 250 MAC 2-104 MC 40
44 1-B1HID 00 MAC 2-100 MC-45
ab 1-42 S0 MAC 3-10 MC-T0
=03 1-52 440 MAC 4-10 MC-75
5-204 1-62 460 MAC 5=10 MC-80 |
T3 1-72 2ol MAC 5=10E MC-51 i |
T 1-42 G4 MAC 5-100 MC-91A |
Ha 1-192 Bal MAC 5-100GA MC-100
3 =35 1-43 GG MAC B-10 MC-101

4-30 1-45 T40 MAC G-104A
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Manv of the McCulloch chain saws and kart engines,
having given long and satisfactory service, are now
being rebored, honed and fitted with an oversize piston
and rings, This is especially true concerning the
earlier chain saw andkart engineg models, Installation
of oversize pistonandrings in a rebored eylinder will
restore much of the enpine's original power, provide
a longer working life and in many cases eliminate other
costly repairs.

Principal conditions which should govern the decision
to rebore and re-ring are ...

. . . I taper or outol round condition exceeds
0. 005 inch.

if eylinder is scored, scratched, pittedor
acuffed.

. . if ports are pounded.

if new rings won't seal and engine lacks
power {even though taper is less than
0, 005,

. if piston-to-cylinder clearance exceeds
the high limit by 0. 005 inch (0. 007 -inchin
kart engines).

When reboring cvlinders, the oversize dimensions
should be measuredin even steps of 0. 010inch {0, 010,
0,020, 0. 030inch) over the standard bore diameter of
new engines. If the correct oversize dimension is not
held, possible interference or a tight [t will exist
between the piston and the cylinder wall. In chain saw
engines the piston-to-cylinder clearance is 0, 0025 to
0.005 inch, Inkart engines, because of higher temper-
atures resulting from high speed running, itis desir-
able to have the greater piston-to-cylinder clearance
of 0.005 to 0,007 inch. This is particularly true when
thin ring pistons are used.

When reboring and/or honing requires the removal of
more than 0,010inch of metal (but less than 0.020 inch})
from the cylinder to remove scufl or other marks, it
will be necessary to continue the boring and honing
operation until the 0. 020-ineh oversize is reached.
Having done this, 0.020-inchoversize pistons and rings
must be used. In a like manner, if more than 0. 020
inch of metal is removed to clean up the cylinder

marks, the cylinder will have to be bored and honed
for 0. 030-inch oversize piston and rings. If the cyl-
inder is bored to an in-hetween size, the correct
piston-to-cylinder wall clearance cannot be oblained
with a stock oversize piston.

Maximum taper or out-of-round permitted after re-
boring or rehoning is 0. 0007 inch. (Engines can be
operated until taper has increased to 0. 005 inch be-
fore reboring or rehoning will be necessary. )

Dimensional iolerance factor for the cylinders is
0. 001-inch and is incorporated in the chart data.

Correct end-gap for piston rings in chain saw engines
is 0.004 to 0,012 inch. In kart engines using the thin
rings, this end gap is 0.004 to 0,050 inch. End gap
muy be checked by pushinga ring halfway downina new
or reboredeylinder andusing a feeler gauge Lo measure
the gap between the ring ends.

To improve piston balance and reduce vibration, serv-
ice replacement pistons with extended piston pin bosses
are available for the late model chain saw engines. The
use of an extended boss piston eliminates the need for
thrust washers between the piston pin bosses and the
comnecting rod. Some of the extended boss pistons
can also be used for service replacement in early
model chain saw engines. On some models it will be
necessary to replace the connecting rod with one hav-
ing a different width at its pin end when an extended
boss piston is installed. A different length piston pin
will be required in these cases.

Ag a guide, a charl of dimensions, sizes, and part
mumbers of pistons and piston rings for MeCulloch
engines has been compiled with a separate column in
the chart listing the extended boss pistons by engine
model and the piston assembly they replace. This
chart will be found in the [ollowing pages.

NOTE

TO CHANGE THE DIMENSIONS GIVEN IN THIS
BULLETIN AND CHART TO THEIR METRIC
EQUIVALENTS, MULTIPLY THE DIMENSIONS
GIVEN BY THE FACTOR OF 25.4 TO OBTAIN
MILLIMETERS; TO CHANGE THEM TO CENTI-
METERS USE THE FACTOR OF 2.54.




Piston Piston
Assembly | Assembly
{thrust ([thrust Piston Piston Cylinder
Size and | washers washers Top Bkirt Assembly Cylinder Ring
Model | Oversize| used) not used) Dimension Dimension Number Dimension Set
3-25 Standard | 19931A 1.9912/1. 9907 | 1. 995371, 9948 51747
A7 0. 010 19910C 2. 0012/2. 0007 | 2. 0053 /2. D048 51748
0. 020 19920C 2.0112/2. 0107 | 2. (0153/2, 0148 51749
0. 030 199078 2.0212/2. 0207 | 2. 0253/2, 0248 51750
3-25 Standard 3-Ring Seis - for use with} 47253
early tvpe pistons
47 0. 010 47254
0. 020 47255
0. 030 47256
a3 Standard | 52379 1. 7475/1. 7470 | 1.7405/1. 7450 | 62377 1.7535,/1. 75625 | 52046
33B 0. 010 52380 1. 7575/1. 7670 | 1.7595/1. 7500 52047
35 0. 020 52382 1. T675,/1. 7670 | 1. 769571, T690 52044
MAC35
MAC35A | 0. 030 52384 L7775/ 7770 | 1. 7795/1, 7790 52049
5-33 Standard | 36616C 1. 7475/1. 7470 | 1. 74951, 7480 52046
0. 010 52047
0. 020 J6664C 1.T6753/1. 7670 | 1. 76951, TGO0 52048
0. 030 J66E5C 17775,/ 1770 | 1.7795,/1. 7790 52049
4-30 Standard 2886
4-304 0. 010 254887
49 0,020 28888
0. 030 ZBBED
39 Standard | 52045 1.7475/1. 7470 | 1.7485/1, 7490 52046
0. 010 52047
0. 020 52052 1. 7675,/1. 7670 | 1. 7605,/1. TE90 52048
0. 030 52053 1.9795,/1. 1770 | 1. 7795,/1. TT90 5204%
D-44 Slandard | 512108 1. 9955,/1. 9950 | 1. 9975/1. 9970 | 55443 2. 001072, 0000 | 51747
55 0. 010 51451B 2, 0055,/2, 0050 | 2. 0075,/2, 0070 51748
0. 020 514528 2.0155/2. 0150 | 2. 0175,/2. 0170 31748
0. 030 514538 2, 0255/2, 0250 | 2, 0275,/2. 0270 31750




Piston Piston
Aggembly | Assembly
(thrust {thrust Piston Piston Cylinder

Size and | washers | washers Top Sldrt Agsembly Cylinder Ring
Model | Oversize | used} not used) Dimension Dimension Number Dimension Set
5-44 Standard | 55007TA 53936 2,1190/2, 1184 | 2. 1220/2. 1213 | 55441 2, 126072, 1250 | 55123
§-55 0. 010 G505TA 63937 2, 12902, 1284 | 2. 1320,/2. 1313 55124
0. 020 S5058A 53038 2.1300/2. 1384 | 2. 1420/2. 1413 55125
0. 030 0594 53939 2.1480/2, 1484 | 2. 1520/2. 1513 55126
3-49 Standard | Obsolete 38043

0. 010

0. 020

0. 030
7-45 Etandard 240234 | 2.5035/2. 5025 | 28809
0. 010 28810
0. 020 28811
0. 030 28812
5-44A Standard | 55310A 539414 | 2.1190/2, 1184 | 2. 1220/2. 1213 | 55438A | 2. 1260/2, 1250 | 55123
3-554 0. 010 333224 Gasdza | 2.1290/2, 1284 | 2. 1320/2. 1313 55124
1-70 0. 020 55323A 530434 | 2. 1390/2. 1384 | 2. 1420/2, 1413 53125
1-80 0. 030 55324A 530444 | 2.1490/2. 1484 | 2. 1520/2. 1513 59126
1-40 Standard | 50208 2. 1180/2, 11685 | 2. 12202, 1215 | 50737 2. 1260/2. 1250 | 55123
D-30 55124
0. 020 50134 2, 1300/2, 1385 | 2, 1420/2, 1415 55125
35126
1-50 Standard | 55007TA 33936 2. 1150/2. 1184 | 2. 1220/2. 1213 | 50737 2.1260/2. 1250 | 55123
1-GO 0. 010 5505TA 53937 2. 1200/2. 1284 | 2. 1320/2, 1313 55124
D-36 0. 020 55058A 33038 2. 1300/2, 1384 | 2, 142072, 1413 55125
0. 030 50059A 53939 2, 149072, 1484 | 2, 15202, 1513 55126
T3 Standard 28779 2.5035/2. 5025 | 28808
T 0. 010 28810
0. 020 28811
0. 030 28812




Piston Fistan
Assembly | Assembly
{thrust (thrust Piston Piston Cylinder
Size and | washers | washers Top Skirt Assembly Cylinder Ring
Model | Oversize| used) not used) Dimension Dimension Number Dimension Set
99 Btandard | 24754A 2.4924,/2, 4919 | 2, 4970/2, 4965 28809
0. 010 28810
0. 020 24684E 2.5124/2, 5119 | 2, 5170/2, 5165 28811
0. 030 24687TR 2.5224/2, 5219 | 2, 5270/2. 5265 28812
1-41 Standard | 50206 2.1190,/2, 1185 | 2, 1220/2. 1215 E1911 3, 1260/2, 1250 | 55123
1-42 0. 010
1-43 0, 020 50134 2,1390/2, 1385 | 2. 1420/2. 1415 99125
0, 030
1-51 Btandard | 553007A 93836 2.1190/2, 1184 | 2. 1220,/2, 1213 61911 2. 1260/2. 1250 | 55123
1-61 0,010 2303TA 53837 2.1290/2, 1284 | 2, 1320,/2, 1313 50124
1-62 0, 020 550584 530338 2,1390,/2, 1384 | 2. 1420/2. 1413 35125
1-63 0, 030 550594 53539 2.1490/2, 1484 | 2. 1520,/2. 1513 55126
1-71 Standard | 553104 530414 | 2,1190/2, 1184 | 2, 1220/2, 1213 | 55557 2. 1260,/2, 1250 | 55123
1-81 0. 010 56322A 539424 | 2.1200/2, 1284 | 2. 1320,/2. 1313 55124
0. 020 25323A 53043A | 2.1390/2, 1384 | 2. 1420/2, 1413 55125
0. 030 553244 530444 | 2. 14902, 1484 | 2, 1520,/2. 1513 55126
1-81HD | Standard | 48605 23927 2.1190/2, 1184 | 2, 1220/2. 1214 | 55557 2. 1260/2, 1250 | 48691
%E;} 0. 010 44684 63924 2, 1200/2, 1284 | 2. 1320,/2. 1314 45692
0. 020 48685 53925 2.1350/2. 1384 | 2. 1420/2. 1414 48693
0. 030 48686 53026 2.1490/2. 1484 | 2. 1620,/2. 1514 48604
1-52 Standard | 553104 539414 | 2.1180/2, 1184 | 2. 1220/2, 1213 2. 1260/2. 1250 | 55123
1-53 0. 010 95322A 530424 | 2.1290/2. 1284 | 2, 132072, 1313 | 53563A 55124
0. 020 353234 539434 | 2, 13902, 1384 | 2. 1420,/2. 1413 5561325
0. 030 35324A 539444 | 2, 140072, 1484 | 2, 1520,/2, 1513 551268
1-72 Standard | 48695 53927 2.1190/2. 1184 | 2. 1220/2. 1214 37894 2.1260/2. 1250 | 43691
1-82 0. 010 48684 53024 2, 1290/2, 1284 | 2. 1320,/2, 1314 48602
0, 020 45685 53925 2.1390/2. 1384 | 2. 1420/2. 1414 48693
0. 030 48686 53926 . 2. 1480/2, 1484 | 2, 1520/2, 1514 48694




Piston Piston
Assembly | Assembly
(thrust [thrust Piston Piston Cylinder
Size and | washers | washers Top Skirt Assembly Cylinder Ring
Model | Oversize| used) not used) Dimension Dimension Number Dimension Set |
1-92 Standard | 5B356 62877 2.2115/2. 2100 | 2.2145/2, 2139 | 585514 | 2,2190/2, 2180 | 58353
1-93 0. 010 383490 G28TH 2.2215/2.2200 | 2. 2245/2, 2239 58304
0. 020 58355 82879 2.2315/2,. 2300 | 2.2345,/2, 2339 58354
0. 030 5E391 62880 2.2415,/2. 2400 | 2. 2445/, 2439 58305
1-45 Standard | 48895 53027 2.1190/2. 1184 | 2.1220/2. 1214 | 61911 2. 1260,/2, 1250 | 48691
1-46 0. 010 48684 53024 2.1290/2, 1284 | 2. 1320/2. 1314 48602
250
(before | 0. 020 45685 53925 2,1390/2, 1384 | 2. 1420/2, 1414 48683
/N
30000} |0.030 40686 53B2a 2, 149072, 1484 | 2. 1520/2. 1514 48604
200% Standard 330414 61911 55123
250
(/N 0. 010 339424 55124
39001-
up) 0. 020 539434 535125
0. 030 530444 55126
1-75 Standard | 489044 2117042, 1164 | 2, 120072, 1194 | 57962 2.1240/2. 1230 | 48691
1-85 0. 010 48627 2.1270/2. 1264 | 2, 1300/2. 1204 45692
0. 020 48928 2, 1370/2, 1364 | 2, 14002, 1394 48693
0. 030 48929 2,1470/2, 1464 | 2. 1500,/2. 1494 48694
1-76 Standard | 55HEZ 53726 2. 1570/2, 1564 | 2, 1600/2, 1594 | 59564 2, 1640,/2, 1630 | 48978
1-T6L*
1-86 0. 010 59583 53727 2. 1670/2. 1664 | 2. 1700/2. 1694 48934
0. 020 50584 53728 2.1770/2, 1764 | 2. 1800/2. 1794 59587
0. 030 59585 53729 2.1870/2, 1864 | 2. 1000,/2. 1894 30586
1-76 Standard | 588784 |[0. 062 inch 0. 062 inch} 58881
Wide Wide Rings
1-86 0, 010 DEEB2A Ring S8885
Grooves
0. 020 58B86A L8880
0. 050 58A50A HBED3 #
EP-1 Stundard
{Power
Piston) | 0. 010 Obsolete
Early
0. 020
0. 030

*Furopean Model

—

—




Piston Pistaon
Assembly | Assembly
{thrust (thrust Piston Piston Cylinder
Size and | washers washers Top Skirt Assembly Cylinder Ring
Model | Oversize| used) not used) Dimension Dimension Mumber Dimension Set
g9 Standard | 24754A 2,4924/2, 4919 | 2, 4970/2, 4965 28809
0. 010 28810
0. 020 246848 2.5124/2, 5119 | 2, 5170/2.5165 28811
0. 030 24687 2,5224/2, 5219 | 2. 5270/2. 5265 28812
1-41 Standard | 50208 2.1180/2. 1185 | 2. 1220/2, 1215 | 61811 2. 1260/2, 1250 | 55123
1-42 0. 010
1-43 0. 020 50134 2.1300/2, 1385 | 2. 142072, 1415 55125
0. 030
1-51 Standard | 55007A a3836 2.1190/2, 1184 | 2, 1220/2, 1213 | 61911 2. 1260/2. 12560 | 55183
1-61 0. 010 GHOETA 23937 2. 1200/2, 1284 | 2, 1320,/2, 1313 55124
1-62 0. 020 553058A 53934 2. 139072, 1384 | 2. 1420/2. 1413 55125
1-63 0. 030 550594 53839 2. 1400/2. 1484 | 2, 1520/2, 1513 55126
1-71 Standard | 55H310A 539414 | 2, 116072, 1184 | 2. 1220/2. 1213 | 55557 2, 1260/2, 1250 | 55123
1-81 0. 010 553224 530424 | 2, 120072, 1284 | 2, 1320/2, 1313 55124
0. 020 553234 539434 | 2, 139072, 1384 | 2. 1420/2. 1413 55125
0. 030 343244 530d44A | 2, 140072, 1484 | 2. 1520,/2. 1513 55126
l-ﬂ_IHD Standard | 43695 53927 2,1190/2, 1184 | 2. 1220/2. 1214 | 55557 2, 1260,/2, 1250 | 486091
glt:;l]l 0. 010 48684 53024 3.1280/2. 1284 | 2. 1320/2. 1314 48602
0. 020 48685 53925 2. 1390/2. 1384 | 2, 1420/2, 1414 48693
0. 030 48686 53026 2, 1490/2. 1484 | 2, 1520/2, 1514 48694
1-52 Standard | 55310A 53941A | 2, 110042, 1184 | 2, 1220/2, 1213 2. 1260/2, 1250 | 55123
1-53 0. 010 553224 539424 | 2, 1290/2, 1284 | 2, 1330/2. 1313 | 535634 55124
0. 020 55323A 53943A | 2.1390/2.1384 ] 2. 1420/2. 1413 35125
0. 030 553244 530444 | 2.1490/2, 1484 | 2. 1520/2. 1513 551268
1-72 Standard | 48695 53827 2. 1190/2, 1184 | 2, 1220,/2, 1214 | 57854 2, 1260,/2, 1250 | 48691
1-g2 0. 010 4684 53524 2, 1290/2, 1284 | 2, 1320,/2. 1314 48652
0. 020 4E685 53925 2, 13902, 1384 | 2, 1420/2, 1414 48683
0. 030 48686 53926 2, 1460/2, 1484 | 2. 1520/2. 1514 48604




Piston Piston
Assembly | Assembly
{thrust [thrust Piston Pislon Cvylinder
&ize and | washers washers Top Silirt Assembly Cylinder Ring
Model | Oversize used) not used Dimension Dimension Numhber Dimension Bel
BP-1 Standard | 585014 1.7440,/1.7435 | 1. 74570/1. 7465 L0676 1.7510/1. 7500 | 59643
[(Pinned [(Two
Rings) | 0.010 S90864 1.7540/1.7535 | 1.7570/1. 7563 | Parts)
BP-1 Siandard 39043 1.1435/1. 1430 Same BR6TT 1,1460/1, 1450 | Ko
[Balance [Remoy- Hings
Fiston] No able
Oversize Sleave)
MAC 15 | Siandard | 50206 2.1190/2,.1185 |2.1220/2. 1215 naBgGA | 2.1260/2. 1250 | 55123
0. 020 50134 2.13580/2.1385 | 2.1420/2,.1415 . 65125
200 Standard 0206 2.1150/2.1185 | 2,1220,/2.1215 61911 2,1260/2.1250 | 55123
0. 010 55124
0. 020 30134 2.13490/2,1385 |2.1420/2. 1415 55125
0.030 55126
300 Standard 238414 2.1180/2.1184 |2.1220/2,.1213 535634 | 2.12680/2,1350 |55123
380
3804 * 0,010 FAB424 2.1290/2.1284 | 2,1320/2.1313 55124
440
0, 030 53043 A 2.1390/2, 1384 |2.1420/2. 1413 55125
0,030 539444 | 2.1490/2.1484 |2, 152072, 1513 55126
430 Standard B1424 2,1570/2.1564 |2.1600/2.15894 B1406 2.1640/2, 1630 | 58881
0,010 58885
0. 020 61426 2,1770/2. 1764 |2.1800/2, 1794 oBEEG
0,030 61427 2.1870/2,. 1864 [2.1500/2. 1894 38893
280 Standard 5868784 | 2.1570/2,1564 |2.1600/2,15584 | GB259 2.164/2, 183 HE881
0. 010 28885
0, D20 REAEGA | 2.17702.1764 |2, 1800/2.1794 58889
0,030 SHAG0A 2.1870/2, 1864 |2, 1900/2, 1694 38803
640 Stundard 539414 2.1190/2, 1184 |2.1220/2, 1213 61911 2.1260/2, 1250 | 55123
to Ser. M
#21, 859 | 0,010 530424 | 2.1290/2,1284 |2.1320/2.1313 535124
0.020 530434 | 2.1390/2,1384 (2.1420/2, 1413 55125
0,030 n3b44a | 2149072, 1484 |2.1520/2.1513 55126

*Buropean Model




Piston Piston
Assembly | Assembly
{thrust (thrust Piston Piston Cylinder
Zize washers washers Top Skirt Assombly Cylinder Hing
Model | Oversize used) not uaed) Dimension Dimension Mumber Ditnension Set |
640 Stundard S3841A | 2.1180/2,1184 | 2.1280/2, 1213 | 68633 2.126/2,125 65123
?Traﬁi 0.010 539424 | 2,.1200/2.1284 | 2.1320/2.1313 55124
and up
0,020 530434 | 2.1390/2.1384 | 2,1420/2.1413 65125
0,030 539444 | 2.1490/2. 1484 2,1520/2.1513 20126
?5.“ Standard 538414 | 2,1180/2.1184| 2.1220/2.1213 | 68260 2.126/2, 125 55123
= 0,010 039424 | 2.1290/2.1284 | 2,1320/2. 1313 55124
0.020 030434 | 2.1390/2.1384 | 2.1420/2, 1413 55125
0.030 530444 | 2,1400/2, 1484 | 2.1520/2. 1513 GL126
T40 Standard GE8T8A | 2.1570/2.1564 | 2,1600/2.1594 | 59564 2. 164072, 1630 | 58881
f’?gick 0,010 JHEH2A | 2.1670/2.1664 | 2,1700/2, 1694 58885
Rings)
0.020 588864 | 2.17T70/2.1764 | 2,1800/2. 1794 nHEED
0.030 SBED0A | 2.1B70/2.1864 | 2.1900/2. 1804 58493
740 Standard 23726 2,1570/2.1564 | 2. 1600/2. 1594 59564 2.1640/2,1630( 48978
;ig-t.* 0.010 BaT27 2.1670/2, 1664 | 2.1700/2. 1604 48934
Ll;:xgr;} 0.020 53728 2.1770/2.1764 | 2.1800/2, 1794 aU58ET
0. 030 53725 2,1870/2. 1864 | 2.1000/2, 1804 SH586
T80 Standard B2ETT 2.2115/2,2100 | 2.2145/2. 2139 612084 | 2,2100/2.2180| 58353
. 0.010 62878 | 2.2215/2.2209 | 2,2245/2. 2239 pAITANE]
0. 020 BZETD 2,2315/2.2300 | 2,2345/2, 2339 58354
0.030 BEBBUF 2.2415/2,2400 | 2,2445/2, 3439 58305
Btandard | (Wide G2883 2,2115/2.2105 | 2.2145/2, 2139 f2422
0,030 Rings) B2 BR4 ) 2,2415/2.2400 | 2,2445/2, 2439 62423
785 Standard B2HTT 2.2115/2.2109 | 2,2145/2. 2139 | 67421 2.219/2.21%8 SB333 |7
e 0.010 62878 2.2215/2,2200 | 2,2245/3, 2239 = :hliq = 58394
0.020 62879 | 2.2315/2,2309 | 2.2345/2. 2339 —a.#37- 58354
0,030 2880 2,2415/2.240%9 | 2.2445/2. 2439 = 1,1*{1* 5d395
Standard | (Wide 62883 2.2115/2,2109 | 2,.2145/2. 2139 F2422
0.030 Rings) 62884 2.2415/72,2400 | 2.2445/2, 2439 62423

*European Model




Piston Fiston
Assembly | Assembly
(thrust (thrust Fiston Piston Cylinder
Size and | washers | washers Top Skirt Assemhbly Cvlinder Ring
Model |OQversize| used not uged) Dimension Dimension Number Dimension Set
797 Standard 67089 2.2710/2.2700) 2.2735/2.2725 | 5T420 2.2805/2.3795| 47865
Ser,
w/o pre | 0.010 67081 2.2810/2,2800| 2,2835/2,2825 BE048
10-,
11- 0. 020 67092 2.2910/2.2800 ( 2,2935/2.2025 BEO4T
0. 030 67083 2,3010/2.3000| 2.3035/2.3023 BE045
T47 Standard £9540 2.2730/2.2720] 2.2755/2.2745 | 67420 2.2805/2,2795] 47865
Ser,
12- 0.010 69541 2.2830/2.2820| 2_2855,/2. 2845 660448
0.020 69542 2,2030/2. 2920 | 2.2955,/2. 2945 66047
0,030 69543 2.3030/2.3020| 2.3055,/2.3045 BEO4S
940 Standard 62877 2,2115/2.2100] 2.2145/2.2135 | 585514 | 2.2180/2.2180| 58353
0.010 62878 2,2215/2.2200| 2.2245/2, 2239 58304
0.020 62879 2.2315/2.2300] 2.2345/2, 2339 58354
0.030 62880 2,2415/2.2400| 2,2445,/2. 2439 58385
MAC 10 | Standard GH226 1.7440/1.7435 | 1.7465/1, 7460 1.751/1.750 62814
All
1-10 0,010
2-10
3-10 0.020 68224 1.7640/1.7635 | 1. T665/1. TGG0 62813
| 10-10
' Models | 0.030 68225 1.7740/1,7735 | 1. 77685/1, TT60 62812
|
: MAC 10-10 67308
| MAC 1-10 to 75001 67243
! MAC 1-10 75001 and up A7242
MAC 1-101-,2-,10-,11- 67242
MAC 2-10 1o 115001 67243
MAC 2-10 115001 and up 67242
MAC 2-10 1-, 2- 67242
MAC 2-10 10, 12- 67250
MAC 10-10 A 10-, 11- BT908
MAC 2-10P5 10- 11- G366
MAC 2-104 14- BBE31
MAC 2-10G 1-, 2-, 11- 67121
MAC 3-10 1-, 2- 67250
MAC 3-10E w/o, 1-, 2-, 3- B5773
MAC 3-10E 12- 67216




]

Piston Piston
Assembly | Assembly
{thrust {thrust Piston Piston Cylinder
Size and | washers | washers Top Skirt Assembly Cylinder Ring
Model | Oversize used) not used) Dimension Dimension Number Dimension Set
MAC 10 | Standard 68421 1.9040/1. 9935 | 1.9965/1. 9960 2,001/2, 000 63290
All
4-10 0.010
2-10
6-10 0. 020 BE422 2,0140/2,0135] 2. 016572, 0160 63291
Models
0.030 B6R423 2.0240/2, 0235 2. 0265/2. 0260 63292
MAC 4-10 1-, 2- 63204
MAC 5-10 w/o, 1-, 2-, 10- 67354
MAC 5-10E w/o, 1- BROOT
MAC 5-10E 10- 67433
MAC 5-10G w/o, 1- 67130
MAC 5-10G Auta 10- 67120
MAC 6-10 10- 68632
MAC 6-10a 12- HHE3Z
LG-f Standard 69412 1.9540,/1.90835] 1,9965/1. 9960 | 68543 2.001/2, 000 63290
10-
0. 010
0,020 BO413 2,0140/2.0135 2. 0165/2, 0160 63291
0.030 68414 2.0240/2.0235| 2, 0265,/2, 0260 63292
Power Standard G8058 1.4330/1.4325] 1.4355/1.4350 G8134 1.4388/1.4375 | 68096
Mic 6
No oversize pistons and rings availahle
W-1 Standard | 62R72 2.2115/2.2109 ) 2,2145/2, 2139 | 58486 2.2200/2.2190 | 580699 4
(Welder
Engine) | 0,010 62871 2,2215/2.2209 | 2.2245/2, 2239 58831
Pinned
Rings)




Piston Piston
Asgembly | Assembly
[thrust {thrust Piston Pislon Cylinder

Size und | washers washers Top Skirt Agzsembly Cylinder Ring

Model | Owversgize used) not used) Dimension Dimension Number Dimension Set
—_— I

MC-1 Standard 48691
MC-2 Standard | 50582 53724 2.1570/2,1564] 2.1600/2,1504 48978

. 010 585483 53727 2,1670/2,1664) 2.1700,/2, 1694 48934
MC-5 Standard | 55007A 33936 2,1190/2, 11584 2.1220,/2. 1213 65123
ET;::} 0. 010 5505T7A B3BET 2.1280/2.1284 | 2,1320/2.1313 55124

0. 020 530584 53938 2.1390/2.1384 | 2.1420/3.1413 55125

0,030 BHOGHA 33939 2.1490/3.1484 ] 2.1520/2.1513 55126
MC -5 Standard | 48844 2,1170/2,1165| 2.1200,/2, 1195 48691
?’I}‘clé.;nﬁ 0. 010 48845 2.1270/2.1265| 2.1300/2, 1295 48692
Rings)

0,020 45846 2.1370/2,1365| 2.1400/2. 1395 48693

0.030 48847 2, 147072, 1465 | 2.1500/2, 1495 48694
MC-T Standard | 99582 53726 2.1570/2. 1564 | 2.1600/2, 1594 | 480038 | 2. 1660/2.1650| 48978

0,010 39583 53727 2.1670/2, 1664 ] 2.1700/2. 1604 48934
ME:-I[I' Standard | 55310A 530414 | 2,1190/2.1184] 2.1220/2,1213 | 486124 | 2,1260/2.1250| 55123
ET;;E) 0. 010 553224 530424 | 2.1290/2,1284 | 2,1320/2.1313 55124

0.020 H3323A 530434 | 2.1390/4. 1384 | 2. 142072, 1413 55125

0,030 55324 A 53g4da | 2.1400/2.1484| 2, 1530/2. 1514 55126
MC-10 Standard | 48844 2,1170/2.1165] 2.1200/2.1195 | 486124 | 2.1260/2.1250| 48691
E%le':lgr:ﬂ 0.010 48845 2,1270/2,1265] 2.1300/2. 1295 48692

0.020 43844 2.1370/2,1365 | 2.1400/2. 1395 48693

0. 030 48847 2.1470/2.1465 | 2. 1500/2. 1495 4B694
MC-10 | Standard | 48832 2.1170/2.1165 | 2.1200/2. 11985 | 486124 | 2.1260/2,1250| 48691
%(Pi'tu]:mer 0.010 45833 2,1270/2, 1265 | 2.1300/2. 1295 48652

0.020 45834 2, 137072, 1365 | 2.1400/2. 1385 48693

0. 030 48654
MC=-20 | Standard | 48695 53b217 2.1170/2, 1184 | 2,1200/2. 1154 48691

0,010 48684 H3924 2.1270/2.1294 | 2.1300,/2, 1204 46652

. 020 JEEED 53925 2.1370/2, 1364 | 2, 1400/2, 1354 4 BE93

0. 030 48686 53026 2,1470/2, 1464 | 2.1500/2. 1454 48604




Piston Piston
Aszembly | Assembly
[thrust (thrust Pigton Piston Cylinder
Size and washers | washers Top Skirt Assembly Cvlinder Ring
Model | Oversize uged) not used) Dimension Dimengion Number Dimension Set
s P — =
MC-20 | 0.040 59582 53726 2.1570/2, 1564 | 2, 1600/2, 1594 45974
e 0. 050 39583 53727 2.1670/2. 1664 | 2. 1700/2, 1694 48934
MC-30 | Standard| 59582 53726 2,1570/2.1564 | 2. 1600/2.1594 | 48992 2, 1660/2, 1650| 48978
0. 010 59583 53727 2,1670/2, 1664 | 2.1700/2. 16584 48034
MC -8 Standard 53726 2.1570/2.1564 | 2.1600/2,. 1504 | 489938 | 2.1660/2.1650| 49878
0.010 B3T2T 2.1670/2.1664 | 2.1700/2. 1654 458034
MC-9 Standard 53726 2.1570/2.1564 | 2.1600/2. 1504 | 48095835 | 2. 166072, 1650| 48974
0.010 33727 2.1670/2, 1664 | 2.1700/2, 1684 48934
MC-40 | Standard 47765 2.1570/2.1564 | 2. 1600/2, 1584 | 47749 2.1660/2.1650] 47767
0.010 47766 2.1670/2.1664 | 2.1700/2, 1684 47768
MC-45 Standard 47765 2,1570/2.1564 | 2.1600/2. 1584 | 47474 2.1600/2.1650| 47767
MC-45D
0. 010 47766 2,1670/2. 1694 | 2.1700/2. 1694 47768
MC=-48 | Standard 50206 2.1190/2.1185| 2,1220/2, 1215 | 52RE6A | 2.1260/2.1250] 55128
0. 020 50124 2.1390/2,1385 | 2.1420/2. 1415 55125
MC-49C| Standard 53927 2,1190/2.1184 | 2.1220/2. 1214 | 62481 2.126/2.125 48691
0. 010 53024 2,1290/2,1284 | 2.1320/2. 1314 48692
0.020 53825 2.1390/2.1384 | 2,1420/2, 1414 48633
0.030 33926 2.1400/2,1484 | 2, 1520/2, 1514 48654
MC-70 | Standard 47813 2.2115/2,2100 | 2.2145,/2, 2139 J86094
0.010 47814 2.2215/2,2200 | 2.2245/2. 2239 58831
0,020 47829 2.2315/2.2300 | 2, 2345/2, 2339 47825
0.030 47830 2,2415/2.2400 | 2.2445/2, 2439 47826
MC-75 Standard 47902 2.2409/2,2402 | 2.2433/2. 2427 | 47873iB | 2.2505/2,2495| 47826
MR 0.010 47856 2.2500/2,2504 | 2.2533/2.2527 47663
0.020 47857 2.2609/2.2604 | 2,2633/2. 2627 47 BG4
0. 030 47858 2.2708/2.2704 | 2,2733/2, 2727 47865
MC-890 | Standard 47763 4.1570/2, 15664 | 2. 1600/2,. 1594 | 63904 2. 166/2. 165 47767
0.010 4TTHE 2.1670/2, 1664 | 2.1700/2. 1694 47768

*European Model

—

¥




Piston Piston
Assembly| Assembly
{thrust {Lhrust Piston Piston Crylinder
Size and | washers | washers Top Blkirt Assembly Cylinder Ring
Model Oversize used) not used) Dimension Dimension Mumber Dimension et
MC-891 Standard 870487 2.157/2.156 2.160/2. 158 65913 2.166/2.165 47767
10-
1, 010 GT088 2.167/2.166 2.170/2.169 47768
MC-01A| Standard BEBDE 2.157/2.156 2.160/2, 159 68901 4.166/2, 165 47767
11~
0.010 BEAGT 2. 167/2, 166 2,170/2, 169 47768
MC-101 | Standard 67089 2.271/2.270 2.2735/2.2725| 66019 2.2805/2.2795) 47865
0.010 67091 2.281/2.280 2,2835/2, 2825 GEOE 8
0,020 G092 2,291/2,290 2,2935/2. 2925 66047
0, 030 67093 2,301/2,300 2,3035/2. 3025 66045




